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Introduction

Always an innovator where quality sound reproduction is concerned, Tannoy has continued this tradition by being at the forefront of the development of WideBand™ technology. All Prestige models except Autograph Mini are compatible with Tannoy’s SuperTweeter™ designs, providing the opportunity to extend high-frequency response to above 50 kHz, thereby providing all of the bandwidth required for today’s wide bandwidth digital recording formats.

In fact the SuperTweeter™ only starts working at a point that is close to what is generally considered the limit of the audible frequency band for most adults. The Dual Concentric™ in the main loudspeaker, still working to its full frequency specifications, continues to provide the heart of the musical information as a coherent point source. However, the extreme high frequencies are then resolved by the SuperTweeter™ to provide incredible, wide bandwidth detail and enlivening the performance by increasing the tonal accuracy of individual instruments for more natural and true to life music reproduction.

By extending the high frequency capability of the complete loudspeaker system out to beyond 50kHz, this in turn corrects the time and phase response at the upper end of audibility. This delivers enhanced accuracy and spaciousness, improved clarity within the essential mid band area and even an enhancement of the definition and impact of low frequencies. Benefits are heard clearly with any source material, regardless of bandwidth, therefore ensuring that a Tannoy SuperTweeter™ is an essential accessory.

Features

The oiled American Walnut casing of the ST200 is specifically designed to partner the Prestige range of Dual Concentric™ loudspeaker designs. From Stirling SE right through to the iconic Westminster Royal SE, this SuperTweeter has adjustment optimisation, appearance, style, construction and performance to greatly improve the overall listening experience.

A high stiffness titanium dome minimises the effects of dome break-up and extend frequency response, while a copper clad aluminium voice coil on aluminium former ensures high power handling. A neodymium magnet system also extends frequency response by minimising eddy current losses in voice coil and a driver magnet system earthing avoids interference and information masking caused by radio interference.

Gold plated terminals, adjustment screws and circuit board are used for high signal transparency. Radio Frequency quality inductors in crossover for excellent high frequency characteristics and non-inductive planar thick film resistors on ceramic substrates, avoid losses associated with wire wound types. High quality polycarbonate film capacitors have been selected for high frequency use.

The unique Tannoy Performance Platform™, gives stable support and accurate variable adjustment. Not only are they designed to visually blend in with all types of speakers, but they also provide an instant acoustic upgrade that is unavailable in any other way.

Specifications

	ST200

	PERFORMANCE 

	Recommended amplifier power
	Up to 250 Watts

	Continuous power handling
	135 Watts RMS (DIN IEC 268)

	Sensitivity
	95dB (2.83Volts @ 1 metre)

	Nominal impedance
	8 Ohms

	Frequency response
	To 54Hz, usable output (- 18dB) to 100kHz

	DRIVE UNITS 

	Driver type
	25mm (1.00") diameter 25 micron titanium dome, gold finish, with neodymium magnet system

	CROSSOVER 

	Frequency
	14kHz, 16kHz or 18kHz adjustable

	Type
	3rd order compensated high pass

	Level
	89dB, 90.5dB, 92dB, 93.5dB or 95dB adjustable

	CONSTRUCTION 

	Dimensions
	150mm (6.00in)

	Weight
	3.5kg (7.7lbs)

	Finish
	


